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• Self Bunded Portable Fuel System 13 or 17 

• Designed, Built & Tested to UL142/ULC S601

• Primary shell thickness 3mm Carbon Steel, Secondary 
     shell 5mm thickness

• Can be fitted with a Dispenser c/w 10mtr 1’’ hose and auto    
nozzle - High mast standard

• Can be fitted with FMS management and software - 
      USB and RFID reader

• Can be fitted with Control ATG remove tank level access 
      with solar panel option and LED display

• Wet tested and calibrated ready to use

• For shipping 2x PFS17 in 40 foot container, 3x PFS 13 
     in 40 ft container

Self Bunded Portable 
Fuel Storage Tank System 
designed to minimise your 
footprint and maximise 
storage capacity.

PFS 13 or 17 are our 
portable fuel station 
complete packages ready to 
plug and play. 

Build to suit both end users 
with medium fleets and fuel 
distributors with control 
system standard.

Portable Fuel Station (PFS 13 & 17)
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tank model safe fill 
litres

length
mm

width
mm

height 
mm

weight 
kg

PFS 13 13,000 3,950 2,200 2,500 2,975
PFS 17 17,000 4,717 2,200 2,500 3,309

Specifications

Tank Features

• Safety - Fail safe overfill protection valves 
prevent filling spills

• Factory pre-testing ensures maximum 
quality

• AS 1692 - 2006 Steel tanks for flammable 
and combustible liquids

• AS 1940 - 2004 The storage and handling 
of flammable and combustible liquids

• UL142 Approved

Additional Features

• Steel Construction

• Customisation as required

• Built to nationally-
recognised standards with 
strict third-party quality 
control inspection program
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